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Overview

Mouniting Hardware &
Installation Kit Included

The Dotworkz BR-Q60-E Bracket Kit allows any version of the Axis Q60
Series camera to be installed inside the D2 or D3 Housing. This kit is
compatible with both indoor and outdoor (-E) models of the Q60.

Enables better horizontal viewing angles, with line free horizontal images
of the Dotworkz clear or tinted dome bubble options.

Easy to adapt into Dotworkz D-Series housing, with all needed hardware.

Key Features

. Designed to Simplify Axis Q60 Series camera installation into all
Dotworkz D-Series Housing models

COOLDOME Compatible Installation

Indoor & -E Axis Q60 compatible

Al Mounting Hardware provided to install into Dotworkz D2 or D3
Improved Horizontal Camera viewing with bracket inside of D2 & D3
Line free Dotworkz Housing bubble capable

No More corrosive Aluminum housing issues of Axis Q60 housing
Allows benefits of Dotworkz MVP powering options

Applications

Easily Integrate Axis Q60 Camera into Dotworkz D- Series Housing for IP66
protection that is ready for the Harshest environments, including Marine,
Industrial, and Extreme Climate Deployments.

Bracket Installation example shown ready to Install into Dotworkz housing
Dotworkz Housing - Sold Separately / Q60 Camera — Sold Separately

Shipping Specifications
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Product Attributes
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. Axis Camera Capabilities, with Dotworkz Extreme Housing Protection - — e
e Heavy Duty Steel Construction \ 9 . s @ @
. Black Powder Coat Finish ©
. Economical alternative to Axis Outdoor Camera Housing _J
. Allows easy POD installation of camera with wireless radios, NVR’s,
and other powered accessories into one easy to install housing.
*Product specifications are subject to change without notice
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